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 CSI SPECIFICATIONS

CSI SPECIFICATION: ELECTRONIC TEMPERING STATION (ETS) WITH 
HIGH TEMP SAFEGUARD

SECTION: 221119	   	  	  							     
DOMESTIC WATER PIPING SPECIALTIES

PART: 1 GENERAL

1	 Summary:

a	 Section Includes:

•	 Domestic Hot Water Electronic Tempering Station (ETS) with High Temp Safeguard 
(HTLV).

•	 Pre-piped and pre-wired domestic hot water Electronic Tempering Valve (ETV) assembly.

b	 Related Section:

•	 Conforms to applicable code requirements of all authorities having jurisdiction.

	

2	 References:

a	 International Organization for Standardization (ISO):

•	 Manufacturer shall be ISO 9001: Quality Management Systems Certified.

b	 Underwriters Laboratories, Inc. (UL):

•	 Tested per standard 916, Temperature Indicating and Regulating Equipment.

c	 CSA International:

•	 Tested and certified per standard NSF/ANSI 61.

d	 California DomesticWater Lead-Free Law AB1953:

•	 Tested and certified per standard NSF/ANSI 61.

3	 Quality Assurance:

a	 Manufacturer’s Quality System:

•	 Registered to ISO 9001: Quality Standard.

•	 The control must be UL tested and certified per UL Standard 916, Temperature Indicating 
and regulating Equipment.

•	 The ETV control and valve shall be certified to comply with ASSE 1017.
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•	 The ETV valve body and complete piping assembly and all fittings shall be certified to 
comply with NSF/ANSI 61.

•	 The ETV valve and completed piping assembly and all fittings shall be certified to comply 
with California Lead-Free AB1953 code.

•	 The completed assembly, the control and valve shall be certified to be installed in 
Massachusetts.

	 	

4	 Control Operation:

a	 Description: The control shall operate on 120VAC, with a maximum power of 48 VA. The 
control shall be pre-engineered and programmed for the direct valve actuator operation 
in a domestic hot water heating system or the regulation of system water temperature in 
heating or cooling applications. It shall incorporate the following components:

•	 Control: A microprocessor Electronic Tempering Valve control with PID-type logic, builtin 
transformer, digital display of temperature and set point, and LED indicator. It shall be 
capable of controlling a set point range from 40°F to 200°F. It shall display the valve 
opening percentage to match actuator percent. The control shall maintain set point 
temperature within +/- 2° during a domestic draw of 0.5 GPM to full flow capacity in 
accordance with ASSE 1017.

•	 Actuator: An actuator/motor and linkage capable of traveling the complete valve stroke 
from fully OPEN to fully CLOSE in less than 20 seconds It shall calibrate to actual valve 
stroke. The actuator / motor shall contain a Loss of Power capacitor that will close the 
valve to a full COLD position during a loss of power.

•	 Stainless Steel Valve: A NPT threaded 3-way mixing valve with 304 Stainless-Steel body 
and trim (Meets NSF/ANSI 61 and California AB1953).

•	 Sensor: Temperature sensor of the thermistor type that can measure from -30°F to 250°F.

•	 Motorized Stainless High Temp Limit Valve (HTLV) – A NPT threaded 2-way motorized 
valve with 304 Stainless-Steel body and trim (Meets NSF / ANSI 61 and California 
AB1953).

•	 Motorized High Temp Limit Valve (HTLV) Actuator – An actuator / motor with Loss of 
Power capacitor to close the motorized valve during loss of power.

b	 Sequence of Operation: The control shall modulate the mixing valve to match the set 
point. Optional flow switch enable shall be available.

c	 Features:

•	 Pre-piped Assembly: The completed assembly shall consist of a pre-piped assembly of 
the ETV valve and motorized HTLV valve. The assembly shall include 5 field connections 
for COLD supply, HOT supply, Building recirculation, Mixed / Tempered outlet and 
COLD/RECIRC Supply to Water Heater.
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•	 Assembly Configurations: The ETS – electronic tempering station shall be configured in 
6 various sizes ranging from 1 ½” to 4” field connections.

•	 Pre-wired Assembly: The completed assembly shall consist of wiring of the ETV control 
module, ETV valve actuator, Motorized HTLV valve actuator. The wiring shall also consist 
of a panel disconnect switch and panel alarm.

•	 Set Point: The control shall offer the user the ability to adjust the set point as a digital 
menu option and it shall display the set point at all times in the default screen.

•	 Modes of Operation: The control shall operate as an electronic tempering valve, with a 
high temp alarm / safeguard.

•	 Remote Set Point: The control shall offer a 4-20mA remote set point option to allow a 
BMS (Building Management System) to remotely change the set point.

•	 Remote Communication Option: The control shall be capable of communicating 
remotely, allowing the user the ability to view and change control settings. The control 
shall be capable of supporting the following communication options:

	– RINET / Internet

	– BACnet IP

	– BACnet MSTP

	– MODBUS (RTU)

		       The control communication option can be installed directly from the factory or as a field 	
		       upgrade option installed by a qualified Field Technician.

•	 Schedules: The control shall offer the user the ability to set a schedule where the control 
overrides the setpoint and sets an absolute water temperature. The control shall offer 
schedules for each day individually, as weekdays only, or as weekends only. Up to four 
periods can be configured per day.

•	 Auto Calibration: On a power up, the actuator/motor shall automatically calibrate itself 
to the valve attached.

•	 Display: The control shall have a two line by sixteen-character alphanumeric display. All 
control operation information shall be available for display.

•	 Memory and Backup:The control shall store all configuration and settings on EE Prom. 
In case of power failure, the control shall be able to retrieve all of its latest settings when 
power is restored

•	 Sensor: The sensor circuitry shall be capable of one standard sensor input. Standard 
sensor input shall be of the thermistor type. Thermistor operating temperature range shal 
be -30° to 250°F. Should the sensor show a fault condition, the control shall automatically 
close hot port of valve until the situation is rectified. 
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•	 Alarm / Safeguard Option: The control shall have a high temperature Alarm / Safeguard 
option. In this option the control shall provide a manual reset alarm status in the event the 
Mixed outlet temperature exceeds an adjustable high temperature limit set point. The 
manual reset alarm function shall only be resettable once the Mixed outlet temperature 
has dropped below the alarm set point. When a high alarm is active, the control will 
power the valve close, turn on an alarm indicator, and energize the alarm relay for 
optional external alarms. When the alarm is corrected, and the control is reset, the control 
will power the valve open for normal operation.

5	 Regulatory Approvals:

a	 Underwriters Laboratories, Inc. (UL):

•	 The control shall be tested per UL Standard 916 Temperature Indicating and Regulating 
Equipment.

b	 American Society of Sanitary Engineers (A.S.S.E.) (www.asse.org):

•	 The control, valve, and actuator/motor shall be certified to comply with ASSE code 1017.

c	 CSA International:

•	 The control and valve shall be certified to comply with NSF/ANSI 61.

d	 California DomesticWater Lead-Free Law AB1953:

•	 The valve shall be certified to comply with California Lead-Free Fixture AB1953.

e	 The State of Massachusetts (license.reg.state.ma.us):

•	 The ETS shall be certified to be installed in the state of Massachusetts. 
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